
 
 
Brett Tribe 


6640 1041 
6640 1004 
               M    0429 447 179 
  
  
Existing wearing surface 

Pacific Hwy, Ballina Roundabout 20 + Concrete 
20mm 

Basalt 

  
Results 
Location  1 pass 2 passes 3 passes Increase 

% 

Site 1 Before Blasting After Blasting After Blasting After Blasting  

Texture (mm) 

        OWP 

        BWP 

 

Nil 

1.1 

 

 

  

1.1 

1.5 

 

Pendulum 
(BPN) 

        OWP 

        BWP 

 

59 

30 

 

81 

33 

 

 

46 

 

 

69 

 

 

130 

Site 2 Before Blasting After Blasting After Blasting After Blasting  

Texture (mm) 

        OWP 

        BWP 

 

Nil 

   

 

1.3 

 

Pendulum 
(BPN) 

        OWP 

        BWP 

 

43 

31 

 

 

 

 

69 

 

 

84 

 

 

171 

Site 3 Before Blasting After Blasting After Blasting   

Texture (mm) 

        WP 

 

0.9 

 

1.3 

 

1.8 

  

100 

Pendulum 
(BPN) 

        WP 

 

31 
 

59 

 

73 

 

 

 

135 

 
  
 


